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Buckets, polyethylene, with lid, beige

Manufactured from polyethylene and autoclavable at 100°C. Available in five sizes.
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Catalogue No Alt. No Diameter, mm Height, mm Capacity, L
BUX-350-040Y  2400/M/BE/1Z 300 280 12
BUX-350-045V 2400/M/BE/15 300 340 15
BUX-350-050F  2400/M/BEZ0 330 370 20
BUX-350-055S8 | 2400/M/BE/25 | 360 390 75
BUX-350-060C 2400/M/BE/30 380 410 30

Buckets, polypropylene, unspouted
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Polypropylene buckets without spout and autoclavable at 121°C. Available in five sizes and four colours.
Catalogue No Alt. No Diameter, mm | Height, mm Colour Capacity, L
BUX-450-010J 7350,/M/BI/6 240 240 White B
BUX-450-015W | 7350/M/TRS/6 | 240 240 Red B
BUX-450-0206  7350/M/TBL/6 240 240 Blue 6
BUX-450-030D 7350/M/B1/9 260 260 White 9
BUX-450-035Q  7350/M/TRS/9 260 260 Red g
BUX-450-040A | 7350/M/TBL/9 | 260 260 Blue g
BUX-450-045N 7350,/M/TV/9 260 260 Green 9
BUX-450-050U | 7350/M/BI/12 290 290 White 12
BUX-450-055K  7350/M/TRS/12 290 290 Red 12
BUX-450-060R 7350/M/TBL/12 | 290 290 Blue 12
BUX-450-0685H  7350/M/TV/12 290 290 Green 12
BUX-450-070X | 7350/M/BI/15 310 310 White 15
BUX-450-075E 7350/M/TRS/15 310 3o Red 15
BUX-450-085B | 7350/M/TV/15 | 310 310 Green 15
BUX-450-090Y  7350/M/BI/18 330 330 White 18
BUX-450-095V | 7350/M/TRS/18 | 330 330 Red 18
BUX-450-100Y  7350/M/TBL/18 330 330 Blue 18
BUX-450-105V | 7350/M/TV/18 | 330 330 Green 18

Buckets, polypropylene, rectangular

Rectangular buckets manufactured from polypropylene. Dimensions 380mm x 230mm x 240mm (w x d x h).
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Catalogue No Alt. No Colour Capacity, L
BUX-400-010v  7190/M/BI White 12
BUX-400-015L 7190/M/RS Red 12

Buckets, polyethylene, spouted

White polyethylene bucket with pouring spout and wire handle with plastic grip.
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Catalogue No Alt. No Diameter, mm Height, mm Capacity, L ol
BUX-4B0-005E  7250/M/NEU/12 320 300 12 |
BUX-480-010L 7250/M/NEU/15 | 350 320 15 J




